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Project Type -  
 
Coastal Installation -  
 
Product Series -  
 
Product Type -  
 
Shape -  
 
Wall Type -  
 
Weather Resistant Barrier (House Wrap) -  
 
Water Management Method -  
 
Sill Flashing Method -  
 
 
Anchoring Method -

New Construction 
 
No 
 
Silver Line 
 
Picture & Specialty Window 
 
Octagon 
 
Wood or Steel Stud 
 
Applied Before Window/Door Installation 
 
Drainage Method 
 
Single Piece (Continuous Pan or Continuous Formable
Flashing) 
 
Vinyl Installation Flange (only) 

Parts Included: 
 
- Window 
- Important Product and Safety Information 
- Resource Directory 
- Warranty 
 

Installation Instructions for:

Read these instructions and the product safety
information before starting procedure. 

Typical Tools Needed General Supplies Needed 
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,

Check that the opening is sized correctly. Allow additional space for
flashing thickness, installation clips, joining components, and their
fasteners.

-

Check that the opening is square. The diagonal measurements should be
within 1/8".

.

Check that the opening is plumb and level.

/

Apply the house wrap according to the manufacturer's instructions and cut
opening as shown.
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0

Fold in the house wrap and staple it to the interior of the opening. For steel stud walls, tape house wrap as shown.

1

Cut off the excess house wrap.

2

Tape the house wrap at the bottom of the opening as shown.
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3

Cut the house wrap to create a top flap as shown.

4

Fold the house wrap flap up and temporarily tape it in place.

,+

Make sure there are no wrinkles or voids in flashing during application
and overlapping. Failure to do so could result in product or property
damage.

Apply flashing at the bottom of the opening as shown. Smooth using a J-
roller.

NOTICE

,,

Single piece flashing is shown from this point forward, this does not
affect the installation process.

Tape the flashing corners as shown.

IMPORTANT
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,-

Remove all shipping materials and packaging from window.

,.

Place window on a clean work surface. Clean the installation flange on
both sides using soap and water, or a non-abrasive solvent free cleaner.

,/

Prepare shims to allow for a 3/8" space for interior sealing as shown.
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,0

Place shims on the bottom of the opening under the side jamb locations
inset 1/4" from each side.

,1

Apply a 1/4" sealant bead at the top and the sides of the opening, no
more than 1/2" from the edge as shown.

,2

Center the window in the opening, setting the window on the shims. Make
sure shims are positioned under the side jambs.

Place shims directly under side jambs. At gusset plate locations, place
shims to not interfere with gusset plate screws. Failure to do so could
result in product damage and could result in poor operation.

NOTICE
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,3

Temporarily fasten with a single fastener at top as shown.

OR 

,4

Shim at the sides of the window using precut shims.

-+

Check that the frame is plumb and level. Adjust shims as needed.

-,

Fasten through the installation flanges. See fastener chart for spacing and
approved fasteners.

OR 
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--

Apply flashing at the sides of the window, overlapping sill flashing as
shown. Smooth using a J-roller.

Make sure there are no wrinkles or voids in flashing during application
and overlapping. Failure to do so could result in product or property
damage.

NOTICE

-.

Apply a 1/4" sealant bead to the top and down 1" on both sides where
installation flange meets frame. Quickly go to next step.

-/

Place the drip cap (full width) in sealant as shown.
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-0

Apply flashing at the head (over the drip cap leg if present), overlapping the side flashing as shown. Smooth using a J-roller.

Make sure there are no wrinkles or voids in flashing during application
and overlapping. Failure to do so could result in product or property
damage.

Side flashing cannot extend above top flashing. Doing so could result in
product or property damage.

NOTICE

-1

Unfold the house wrap top flap and tape the seams using house wrap tape
as shown.
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