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Step 17

Insulate door.

Insulate between unit frame 
and rough opening on all 
sides from the interior.

Complete the interior air 
seal with backer rod and 
sealant or low expanding 
foam around the entire 
interior of the door.

Backer rod

Low 
expanding 
foam

Putty
knife

When insulating between unit frame and rough opening or between units when 
joining, DO NOT overfill with minimum expanding foam sealant or overpack with 
backer rod. Bowed jambs will result affecting product performance and/or proper 
operation of unit.

Interior
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Step 18

Apply trim.

Apply interior and exterior 
trim as desired. Apply 
sealant to the perimeter 
of interior and exterior 
for a weathertight seal.

Interior

Exterior
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Raise Panel

Lower Panel

Interior

Adjust operating panel.

Lift door panel slightly to 
minimize weight on rollers. 
Turn screws on sides to 
adjust rollers so that door 
panel is plumb with frame 
and door slides smoothly.

Step 19

Step 20

Secure keeper to 
frame.

Insert two #10 x 2 - 1/2" pan 
head screws on both ends 
of the keeper as indicated 
to secure the keeper by 
penetrating through door 
frame into stud.

Remove the two 1" pre-
installed screws from the 
center locations and replace 
with the provided 2 - 1/2" 
screws.

Power driver

#10 x 2-1/2" 
pan head screws
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Panel Bumper

Step 21

Install panel bumper. 
(Bumper located in side 
jamb next to head jamb)

Snap panel bumper into place 
in interior track of head jamb 
next to side jamb to prevent 
handle from contacting 
stationary panel during 
operation.

Interior
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Step 22

Install weep hole covers.

Install one small weep hole 
cover and one large weep hole 
cover by pressing into place 
in the pre-punched weep hole 
cover slots on the head of 
the exterior of the patio door 
frame. Repeat for other side.

Small weep hole cover

Large weep hole cover

Exterior

Windows and doors have small parts 
(e.g. hole plugs, operator spline 
caps, fasteners, etc.). Small parts if 
swallowed could pose a choking hazard 
to young children. Dispose of unused, 
loose, or easily removed small parts. 
Failure to do so could result in injury.
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1

2

3

Raise Insect Screen Panel

Lower Insect Screen Panel

Step 23

Push the two top guides 
into place on the top of 
the insect screen panel 
approximately 2" from 
each side.

Tilt the insect screen, 
put the top into the head 
track, then put the bottom 
into the sill track.

Adjust insect screen 
rollers so insect screen 
stays on track and 
operates smoothly.

1

Install insect screen panel.

2

3

Exterior

Exterior
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1 2

Insect Screen 
Keeper

1/16"

Removable Tape

Push insect screen panel handle 
all the way up. Mark 1/16" 
below bottom of insect screen 
latch with removable tape and 
transfer the mark to the door 
frame with removable tape. 

Position top of insect screen 
keeper with mark on door frame. 
Insect screen keeper should be 
installed with the hook pointing 
up. Attach insect screen keeper 
using included screw. 

Adjust insect screen keeper as 
necessary for easy latching and 
releasing.

1

2

3

Step 24

Install insect screen keeper 
into jamb track.

Exterior
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Remove J - Channel 
and Nailing Flange 
on the Sill.

Place frame, exterior 
side up, on a clean 
work surface.

Appendix A

Instructions for Slab Concrete Installation

Step A1

Using the groove 
on the sill as a 
guide, remove the 
J - Channel using a 
utility knife.

1

2

Return to steps in 
guide for flashing
and sealing the 
opening. (Step 10).

4

Make sure the knife 
is straight with the 
bottom of the sill 
as shown. Cut and 
remove nailing flange

3

Side View

Nailing 
Flange

Side View

J-Channel

Nailing 
Flange

J-Channel
(cut on the 
groove)

Sill End

Sill End
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Step A2

1

Drill screw holes at sill.

Using the stationary 
interlock stile as 
midpoint of the sill, 
drill two 1/2" holes 
on the interior of 
the frame as shown, 
through the fi st wall 
only.

2 Using concrete drill bit, 
drill through second wall 
and concrete as shown.

(see fastener chart) 

Step A3

1

Fasten through drill holes.

Drive two concrete screws 
through previously drilled 
holes.

(see fastener chart)

2 Apply sealant to the 
bottom side of the screw 
hole covers and insert into 
screw holes as shown.

Instructions for Slab Concrete Installation (continued)

3 Return to steps in guide for 
flashing and sealing door in
the opening. (Step 16).

First Wall
1/2" Drill Bit

Second Wall 
and Concrete

Exterior

Stationary 
Interlock Stile

Interior

Screw Hole Cover
(apply sealant to 
bottom side)

1

2

First Wall 
1/2" Drill Bit

1
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Appendix B

Instructions to Operate Optional Blinds Between the Glass

Step B1

Upper 
Operator

Tilt the blinds.

To tilt the blinds, slide the 
upper operator up and 
down.

For optimal operation 
of blinds, wait to adjust 
blinds for 24 hours after 
installation to allow 
the pressure between 
the panes of glass to 
equalize.
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Raise the blinds.

To raise the blinds, slide 
the lower operator down.

Step B3

Lower 
Operator

Step B2

Lower the blinds.

To lower the blinds, slide 
the lower operator up.

For peak performance, 
tilt the blinds to the 
open position before 
raising and lowering.
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Step B5

Level blinds.

Slide down

Slide up

1

2

If the blinds are not level, 
slide the lower operator 
down to fully open the 
blinds.

Slide the lower operator 
up to lower and level 
the blinds. Repeat if 
necessary until the blinds 
are level.

1

2

Step B4

Keep surface clean.

For ease of operation, 
make sure the surface 
around the operators 
remains clean. Dirt 
can impact the smooth 
movement of the 
operators, requiring more 
force to adjust the blinds.

Optional Blinds Between the Glass Maintenance
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Do not use excessive 
force or abrupt 
operation.

Excessive force or abrupt 
operation can damage the 
blinds. Smooth and easy 
sliding of the operators is 
recommended.

Step B7

Re-engage operator 
magnets.

If the operator magnets 
become disengaged, the 
blinds will not operate 
properly. To re-engage 
the magnets, slide the 
operator that needs 
adjusting down as far as 
possible and then slide 
it up as far as possible. 
The operator will click into 
place when the magnets 
re-engage.

Step B6

1

1

2

2
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